




Mobile solar light tower is ideal solution for work site 
construction site, mine, oil field, emergency rescue, 
parking lot, sports and millitary base temporary lighting.

Solar Lighting Tower with its advantage of no noise, no 
emmission and no fule, has been exported and 
imported to many countries. As time passes by the use 
of Solar Panels and Solar Light Towers is drastically 
increasing. Sun powered vitality is the future and sun 
oriented light towers also known as Solar light towers 
are a more intelligent, less expensive option in contrast 
to customary diesel light towers.

Solar
Light Tower

No Fuel
No Noise
No Emissions
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Power full Solar 
Hybrid Light Tower
These Solar Hybrid Light Tower provide an 
independent light source, are excellent 
pieces of equipment for a variety of 
different applications such as 
construction, mining, agricultural and 
industrial sectors and more. High bright 
light fixtures top a variable-height mast, 
powered by Solar generator. The units are 
quite stable and can withstand the tough 
environments

Pull-Out
Solar Panel
1. Protect panel to extend 
life time

2. Smaller size, easier 
transportation

3. Smaller size, saving 
shipping cost.

Ac/Dc Outlet

The system is equipped 
with inverter and outlet 
plug to charge other 
electronics

Fork Lift Hole

1. Easier transportation

2. Save labor cost

3. Design for rental

Two Door
Each Side

1 . Easier maintenance

2. Friendly using design

3. Good ventilation

Product General
Features
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PRODUCT FEATURE OF
Light Tower

Features of Our Items

Multi-directionally adjustable and tiltable floodlights

7 sections vertical tower 8.5 m, 340° rotatable

Galvanized metalworks

80 µm powder coating

Transversal forklift pockets for effective handling

Plug & play, colour coded cables and connectors

Guided main coiled cable to avoid damage
during tower operation

Certified wind stability up to 110 km/h

4 height adjustable stabilizers + front jockey wheel

On board levels for guidance during stabilization

Running time before refill 3000 hours

24volt DC Battery

Recharging in 18 hours

230V 1PH Battery charger built-in
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Automatic Mechanical 
360° rotation and tilt

6.5m, 7m, 9m 12m manual, 
hydraulic, electronic lifting 
winch telescopic mast

High quality and reliable 
waterproof spring cable

Smart controller 
integrated with lighting, 
MPPT, GPS and remote 
controller

High efficient outdoor LED 
flood light over 150lm/w

Drawer type 
foldable solar panel

Generator backup box

USA/UK/EU/AU standard 
solar trailer
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Solar panel

model

Hi-MO 6
Scientists

LR5-54HTH
435~450M

Suitable for distributed projects

Excellent outdoor power generation performance

High module quality ensures long-term reliability
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Hi-MO 6 LR5-54HTH 435~450M
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Mechanical Parameters
Cell Orientation
Junction Box

Output Cable

Glass
Frame
Weight
Dimension
Packaging 

108 (6X 18)
IP68, three diodes
4mm', ±1200mm length
can be customized
Single glass, 3.2mm coated tempered glass
Anodized aluminum alloy frame
20.8kg
1722X 1134X30mm
36pcs per pallet / 216pcs per 20' GP / 936pcs per 40' HC    

A
A

B B

DC A-A B-B

Electrical Characteristics STC : AM1.5  1000W/m²  25°C NOCT : AM1.5  800W/m²  20°C  1m/s  Test uncertainty for Pmax: ±3%

Module Type
Testing Condition
Maximum Power (Pmax/W)
Open Circuit Voltage (Voc/V)
Short Circuit Current (Isc/A)
Voltage at Maximum Power (Vmp/V)
Current at Maximum Power (Imp/A)
Module Efficiency(%) 

LR5-54HTH-435M LR5-54HTH-435M LR5-54HTH-445M       LR5-54HTH-450M    

Operating Parameters

23.0% 0~3% <1.5% 0.40%

88.90%
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STC NOCT STC NOCT  STC NOCT  STC        NOCT
435 325 440 329 445 332 450        336
39.33  36.93 39.53 37.11 39.73 37.30 39.93      37.49
14.22  11.49 14.30 11.55 14.37 11.61 14.45       11.67
33.04 30.15 33.24 30.33 33.44 30.51 33.64      30.70
13.17 10.78 3.24 10.85 13.31 10.90 13.38       10.95
      22.3         22.5         22.8           23.0   

Operational Temperature   -40'C ~ +85'C
Power Output Tolerance   0~3%
Voe and lsc Tolerance   ±3%
Maximum System Voltage   DClS00V (I EC/UL)
Maximum Series Fuse Rating  25A
Nominal Operating Cell Temperature   45±2'C
Protection Class   Class II

    Ultype 1 or 2
    IEC Class C 
Fire Rating
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Solar panel
model
ODA-144MH

POWER RANGE

430~460W
CELL SIZE

166*83mm

PID

Half-cut Technology
New circuit design, lower internal current and lower internal resistance loss

Significantly avoiding heat spot
The unique circuit design to reduce the temperature of heat spot significantly,so 
that to reduce the power loss and then increase the output of modules.

Lower cost
Increasing power generation can reduce the cost per kilowatt-hour

Excellent performance of PID resistance
The performance of PID resistance(Potential Induced
Degradation) passed the standard of TUV Nord.
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ODA-144MH
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Maximum System Voltage（V）

Maximum Series Fuse Rating (A)

Power Tolerance

Pmax Temperature Coeffcients (W/°C)

Voc Temperature Coeffcients (V/°C)

Isc Temperature Coeffcients (A/°C)

NOCT Nominal Operating Cell Remperature (℃)

Operating and Storage Temperature（℃）

1500 V

20A

0~+3 W

-0.350 %/°C

-0.270 %/℃

+0.048 %/°C

45Â±2°C

-40~+85°C

Cell Type

No. of Cells

Dimensions

Weight

Front Glass

Frame

Junction box

Output cables

MaxWind Load/Snow Load

166*83�Mono

144 (12*12)

2094*1038*35mm

23.50kg

3.2mm high transmission low iron, tempered glass

Anodized Aluminium Alloy

IP67/IP68 3diodes

4mm² cable 35cm（Inlcuding MC4 connector)

2400Pa/5400Pa

ODA430-36V-MH

430.00

40.70

10.57

48.50 ±3%

11.31 ± 3%

19.78

Peak Power (Pmax)

Maximum Power Voltage (Vmp)

Maximum Power Current (Imp)

Open Circuit Voltage (Voc)

Short Circuit Current (Isc)

Module Efficiency (%)

STC: Irradiance 1000 W/m², AM1.5 and cell temperature of 25°c

ODA440-36V-MH

440.00

41.10

10.71

48.90 ±3%

11.46 ± 3%

20.24

ODA450-36V-MH

450.00

41.50

10.85

49.30 ±3%

11.60 ± 3%

20.74

ODA460-36V-MH

460.00

41.90

10.99

49.70 ±3%

11.72 ± 3%

21.16

Peak Power (Pmax)

Maximum Power Voltage (Vmp)

Maximum Power Current (Imp)

Open Circuit Voltage (Voc)

Short Circuit Current (Isc)

STC: Irradiance 800 W/m², AM1.5 ambient  temperature 20°c, wind speed 1m/d

ODA430-36V-MH

321.10

37.90

8.47

45.50±3%

9.15±3%

ODA430-36V-MH

328.60

38.30

8.59

45.80±3%

9.27±3%

ODA430-36V-MH

336.10

38..60

8.70

46.20±3%

9.38±3%

ODA430-36V-MH

343.50

39.00

8.80

46.60±3%

9.48±3%

Technical specifications
Solar panel ratings

Electrical Data (STC)
Model Type

Model Type

Electrical Data (NOCT)

Temperature & Maximum Rating Mechanical Characteristics
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(50A-100A) Series Charge
Controller

Overview
Tracer-AN (50A-100A) series is the 
largest charge controller series in 
EPEVER's product range and can take up 
to 5KW solar panel. For even more 
power, the user can use PAL-ADP-50N 
to connect max. 6 units of a controller in 
parallel for up to 30KW system. The 
multiple dry contact signals are 
designed for a diversified application.

www.alroufled.com
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MPPT tracking efficiency above 99.5%

Maximum charge conversion efficiency as high as 98%

Support lead-acid and lithium-ion batteries

Common negative grounding, Charging current up to 100A

Charging power and current limitation function

High-temperature charging power derating function

3 relays design for different demand: utility, generator and load

Support up to 6 units in parallel

Remote temperature and voltage sensor design

Isolated RS-485 with 5VDC/200mA and MODBUS protocol

Nitharlands for MPPT

Blotooth feature

Features

MPPT
Solar Charge
Controller
(50A-100A)

Solar Car

Solar Boat Solar Street Light Solar Power Generator

Solar Home Solar Backpack

19



Technical
specifications
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Nominal system voltage

Battery type

Battery input voltage
range

Rated charge current

Rated charge power

Max. conversion efficiency

Tracking efficiency

Max. PV open circuit
voltage

MPP voltage range

Equalization voltage

Boost voltage

Float voltage

Low voltage reconnect
voltage

Low voltage disconnect
voltage

Self-consumption

Temperature compensation
(for lead-acid battery)

Relative humidity

Enclosure

Communication interface

Grounding

Operating temperature
range

Dimensions(LxWxH)(mm)

Net weight

Model Tracer
6210AN

Tracer
5415AN

Tracer
6415AN

Tracer
8415AN

Tracer
10415AN

Tracer
5420AN

Tracer
6420AN

Tracer
8420AN

Tracer
10420AN

12/24VDC/Auto 12/24/36/48VDC/Auto

Lead-acid (Sealed/Gel/Flooded)/Lithium (LiFePO4/Li(NiCoMn)O2)/User

≥99.5%

8V～32V            8V～68V        8V～68V        8V～68V        8V～68V       8V～68V        8V～68V        8V～68V       8V～68V

340×232×105.2                261×216×119    340×236×119  394×240×134 394×242×143    261×216×119    340×236×119  394×240×134 394×242×143

3.5kg                           3.5kg            4.5kg               6.1kg               7.4kg              3.5kg             4.5kg               6.1kg                7.4kg

60A                              50A               60A                80A               100A                50A                60A                80A              100A

98.00%                         98.30%          98.60%          98.50%           98.60%          98.30%             98.10%           98.50%           98.50%

750W/12V
1500W/24V

100V（At minimum operating
environment temperature）
92V（At 25℃ environment
temperature ）

(Battery Voltage
+2V)～72V

150V（At minimum operating environment temperature）
138V（At 25℃ environment temperature ）

(Battery Voltage +2V)～108V

200V（At minimum operating environment temperature）
180V（At 25℃ environment temperature ）

(Battery Voltage+2V)～144V

625W/12V
1250W/24V
1875W/36V
2500W/48V

750W/12V
1500W/24V
2250W/36V
3000W/48V

1000W/12V
2000W/24V
3000W/36V
4000W/48V

1250W/12V
2500W/24V
3750W/36V
5000W/48V

625W/12V
1250W/24V
1875W/36V
2500W/48V

750W/12V
1500W/24V
2250W/36V
3000W/48V

1000W/12V
2000W/24V
3000W/36V
4000W/48V

1250W/12V
2500W/24V
3750W/36V
5000W/48V

Sealed:14.6V,Flooded:14.8V,User-defined:9-17V

Gel:14.2V,Sealed:14.4V,Flooded:14.6V,User-defined:9-17V

Gel/Sealed/Flooded:13.8V,User-defined:9-17V

Gel/Sealed/Flooded:12.6V,User-defined:9-17V

Gel/Sealed/Flooded:11.1V,User-defined:9-17V

98mA/12V;60mA/24V;50mA/36V;46mA/48V

－3mV/℃/2V(Default)

5% to 95% (N.C.)

IP20

RS485(5VDC/200mA, Two RJ45 ports in parallel)

Common negative

`-25℃ ～+60℃(derating above 45℃)

1. The controlller can't automatically identify system voltage if lithium batteries were connected.

2. The voltage point is for 12V system, please *2 in 24V system, *3 in 36V system, *4 in 48V system.

MPPT
solar charge
controller
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Contact person:
Mr. Syed Thajudeen

Mobile:
+966-557384869

Address
Prince Metib St, Izdihar
District, Alrouf Trading

Building, Dammam
34252, Saudi Arabia.

Dammam

Contact person:
Malik Bashir

Mobile:
+966-557384869

Address
King Fahd Rd, St, ABHA,
Khamis Mushait, 62456,

Saudi Arabia

ABHA,
Southern Region

Contact person:
Ahmed Faris

Mobile:
+966-564727973

Address
Commercial Centre for

Dr.Hassan Nasr
Baladiyah Street,

Al Aziziyah District.

Jeddah

Contact person:
Hassan Said Hassan

Ibrahim

Mobile:
+966 56 569 3789

Riyadh General
Inquiries

Please feel free

to contact:
920013524

Email: 
sales@alroufled.com


